VITA Easyshade® 

1IOc Operating Software
Installation Instructions 
CAUTION:

Easyshade LabRx and drivers must be installed on your 
computer prior to upgrading the Easyshade unit.

This software upgrade has the following new features:

· Additional language options
· Temporary memory of the last 12 shade measurements while the unit is powered up

· Improved standby mode: the shades remain active without the internal light running
NOTE:
Shade measurement performance has 
not been altered from the 11Rb version.
Requirements: 

PC or Laptop with the following:

· USB Port or Serial Port (RS232)
· Windows 98SE, Windows ME, Windows 2000 or Windows XP operating systems*
Additional Equipment:

1. USB Cable with Male Connectors A & B (Figure 1)
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              Figure 1: USB Connectors
*MAC operating systems are not supported.
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Installation of Software Version 1IO
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Remove the rubber port cover located on the left hand side of the Easyshade.  This will expose two connector ports. 
2. Plug in the USB Connector B into the top port on the Easyshade (Figure 2).

3. Plug in the USB Connector A into a USB Port on your computer.
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Turn the Easyshade unit on.
5. Insert the Easyshade LabRx CD-ROM into your  
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           CD-ROM drive.  The CD-ROM will not automatically run.

6. Open My Computer.
7. Double Click on the CD-ROM drive.
8. Double Click on the folder titled ‘eshade’ (Figure 3). 

9. Double Click on the icon titled ‘EasyshadeLoader 1IO’ 

           (Figure 4).     
10. Select your preferred language from the drop down menu

      in the language selection screen and hit the enter key.


NOTE:

After installation, the language can be

changed through the preset menu on 

the Easyshade Unit.

Installation of Software Version 1IO continued

NOTE:

The screen shots shown throughout
these instructions show a typical install.
The screen shots you see on your

computer may vary.
11. The following screen will appear. Click on ‘Execute’ to continue install.
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12. The following screen will appear.  If the USB interface is working properly, this window will close on its’ own and the Serial Number screen will pop open, step #13.
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Installation of Software Version 1IO continued
NOTE:

If the USB interface is not working properly, the following
two screens will appear.  Close out both screens and

follow the instructions below.

       
Check the following items to resolve communication problems with
the USB cable:

· Ensure the unit is powered up before selecting the execute function.

· Ensure the cable into the Easyshade unit is completely plugged in.

· Ensure the cable into your computer is completely plugged in.
· Ensure the LabRx software and drivers have been installed onto your computer.
13. If the USB interface is working properly, the following screen will appear.  If the serial number shown matches the serial number on the back of the unit, hit the enter key.  If the numbers do not match, call for service at             800-828-3839
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Installation of Software Version 1IO continued

14. The following screen will appear.  Select ‘Yes’ to upload the software.
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WARNING:

Do not unplug the USB cable or turn off the Easyshade or your 
computer during this five minute installation process.  
Any disruption to this upload could cause a loss of calibration data. 
The following screen shows the software upload process.
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Installation of Software Version 1IO continued

15. When the software upload has finished, the following screen will appear.  Click on ‘OK’.  Close the Upload Easyshade Software screen.
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16. Power down the Easyshade unit (Figure 5).  Unplug the USB cable and turn the unit back on.
17. Check the status of the lamp.  You can see the light on the front of the unit.  It will light up the   Vita System 3D Master emblem (Figure 6).

18. Select the corresponding lamp state option on the 

      Easyshade screen.  The unit will test the lamp 

      independently.  

19. Once the unit warms up, you will be able to use 

     your Easyshade and explore the new features.
                                      NOTE:
If the installation is interrupted because of any Failure, (power, cable unplugged, screen goes black, etc.), you will need to reinstall the software from the same computer.  During this recovery installation, the wizard will ask if the calibration on disk should be used.  Answer ‘Yes’.


Windows is a registered trademark of Microsoft Corporation in the United States and other countries.
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Figure 3: eshade Folder





Figure 4: Easyshade Loader 


               Icon





Figure 2: USB plugged into Easyshade





Figure 5: Easyshade Screen Shot





Figure 6: Lamp State
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